LED

WASH 22 - transparent asymmetric — 1 aperture

CODE 1309
NO.

LAMP
NOMINAL LUMEN

REAL LUMEN OUTPUT

WATTAGE
VOLTAGE

IP

IK

CLASS
CERTIFICATION
CONFORMITY
ENERGY CLASS

Aled A/S

Bl Bl = White

GM GM = Metallized grey
GR = Graphite

LED

1640

1150

1x 11W

220-240V 50/60Hz
IP 65

IKO8 (6 joules)
Classe |

C€

EN 60598-1 +2-1

A++

Hammeren 6 - DK-6800 Varde

CVR: 33 37 9552
Telefon: +45 71 99 53 54
E-mail: info@aled.dk

3K —-3000K /4K - 4000K

Upward or downward single light emission

A 222 mm
B 100 mm
C 116 mm

Low copper content marine die-cast aluminium alloy body

Ultra-white clear tempered flush glass diffuser

Asymmetric reflector with double position
Rear cable entry
Driver inside

Light source: COB LED / CRI 80

Double varnished finish after pickling, chromic passivation
(trivalent chromium), epoxy primer and polyester powder

coating

ON REQUEST:

2700K LED color temperature (code + 27K)

Finishing colour CO - corten

UNI EN 1SO 9001




